
BUS Cables
E-BUS / KNX fixed installed

2-pairs2-pairsType
2x2x0.8 mm2x2x0.8 mmCable structure
Copper, bareCopper, bareInner conductor:
PEPVCCore insulation:
wh, ye, rd, bkwh, ye, rd, bkCore colours:
Star quadStar quadStranding element:
Polyester foil over stranded bundlePolyester foil over stranded bundleSeparator:
--Shielding 1:
Al-FoilAl-FoilTotal shielding:
yesyesDrain wire:
FRNCPVCOuter sheath material:
app. 6,6 mm ± 0,3 mmapp. 6,2 mm ± 0,3 mmCable external diameter:
GreenGreen similar to RAL 6010Outer sheath colour:

Electrical data
100 Ohm 100 Ohm Characteristic impedance:
73,2 Ohm/km36,6 Ohm/kmConductor resistance, max.:
0,1 GOhm x km0,1 GOhm x kmInsulation resistance, min.:
146,4 Ohm/km max.73,2 Ohm/km max.Loop resistance:
100 nF/km nom.120 nF/km nom.Mutual capacitance:
4 kV4 kVTest voltage:

Technical data
app. 54 kg/kmapp. 64 kg/kmWeight:
95 mm95 mmbending radius, repeated:
-30°C-30°COperating temperature range min.:
+70°C+70°COperating temperature range max.:
0,58 MJ/m0,90 MJ/mCaloric load, approx. value:
25,00 kg/km25,00 kg/kmCopper weight:

Norms
EIB/KNX standardEIB/KNX standard

Flame-retardant acc. IEC 60332-2-1
Applicable standards:

Halogen-free acc. to 60754-1
Flame-retardant acc. IEC 60332-2-1

Application

804042, E-BUS / KNX81663, E-BUS / KNXPart no.
Dimensions and specifications may be changed without prior notice.
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PVC + FRNC


